KOHLER.

Features BIDET

o Vitreous china K'4832

e Dirilled for fixture-mounted centerset over-the-rim
bidet faucet

e Includes mounting hardware

Codes/Standards Applicable

Specified model meets or exceeds the following:
o ASME A112.19.2/CSA B45.1

Colors/Finishes

e 0: White

e Other: Refer to Price Book for additional colors/finishes
Accessories

e CP: Polished Chrome

e PB: Vibrantg Polished Brass

o Other: Refer to Price Book for additional colors/finishes

Specified Model

Model Description Colors/Finishes
K-4832 Bidet Ol [Ckher

Recommended Accessories

K-8240-K Taboret base faucet OR CCP [PB
K-16131 Revival faucet CCP [PB [Cther
K-8998 P-Trap CCP

Product Specification

The bidet shall be made of vitreous china. The bidet shall be drilled for fixture-mounted centerset over-the-rim bidet faucet. The
bidet shall include mounting hardware. The bidet shall be Kohler Model K-4832- .
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REVIVAL,

Technical Information Installation Notes

Install this product according to the installation guide.
Fixture: . A
- - Install trap in drain line below floor.

Configuration Faucet deck i .
Drain hole O 1-3/4” (44 mm) 1|‘-I|c(>)ct>rand cold supply locations should be installed from the
Faucet holes @ 1-3/16” (30 mm) '
Pop-up rod hole @ 1-3/16” (30 mm)
Included components:
Floor screws and bolt caps | 52049

*6" (152 mm) 24-3/8" (619 mm) * 6" (152 mm) dimension required to allow for drain and

supply connection from rear of bidet.
Faucet Hole
3/8" Cold
4" (102 mm) ([ 6-7/8" |16
( VAL (175 mm) (406 mm)
Pop-Up — | 2
Rod Hole

3/8" Hot | | |
I 1

@1/2" (13 mm) Holes
9-3/8" (238 mm)

| 1 |1-15/16" _
10-9/16" (268 mm) © | |49 mm) Front of Bidet
| | gu
15-7/16"
(392 mm) (229 mm)
8-5/8" (219 mm)
Bottom of ( ) /\ 10-5/16"
Rear Access ~ \ 15" (262 mm)
Openin -
i ) \_j (143 mm)
1-3/16" (30 mm)T L|J\ ) 4" (102 mm) )

Product Diagram
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